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_I_mm _ mo_l_m 54.4640.30 G
SPECIFICATIONS 49.5£0.20
Rated Current:3.0AMP 58.1£0.15
Contact Resistance:30mQ Max 2.54£0.1 ||
Withstand Voltage:1000V AC/DC ==l =l lel=T= === ||
Insulation Resistance:1000MQ Min =l=b=bal=bab=l =l == =b=0=l=Dal
Operation Temperature:—40'c to +105°c L =
T % ]
Contact Material:Phosphor Bronze 3
Contact Plating:Au or Sn Over Ni o
Insulator Material:Polyester(UL94V-0) -
Standard: PBT
Max.Processing Temp: 180°C for 30—60 seconds 44.361£0.20——— 5.0
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No.of Pins Contact Type Contact Plating
32=32Pin A=a+b+c NENI
B=a+b S0:Gold Flash/Ni B
C=a+c
OPERATION | praw  [Yivusheng |15.08.10  |[SCALE| FIT TN © ARG AR A
XX 40.30 .N SHENZHEN JINLING ELECTRONIC CO.,LTD[ |
: . UNIT_| mm Tel: 86-755-2997-5806/5802 Fax: 86-755-2097-5992
XXX [£0.20 | CHECK SIZE A4
X.XXX_ |£0.10 PART NO. 3512-232BFIXXPNAT A
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